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Al Ain Municipality Requirement 

The consultant/contractor shall provide a well-qualified experienced and competent 
Project Manager during all the stages to liaise with the Municipality Geophysical Team 
and shall have authority to take decision as necessary. His presence on the project may 
not necessarily be full time. 

The Consultant/Contractor should provide a list of the staffs and should indicate their 
position and clearly identify the job responsibilities of each position along with their 
technical qualification & experience in similar jobs. All proposed staffs shall be subject 
to Municipality's approval.  No staff once approved on any project within Al-Ain shall be 
removed or replaced without prior written consent of the Geophysical Team. 

The consultant will be responsible for the survey and the interpretation of the field data, 
However, the Municipality in fevering the client’s rights will have the right to 
refuse/accept any of the approved staff and informing the Consultant/Contractor of the 
reason(s). 

The Consultant shall be responsible for the following: 

 Submitting a detailed proposal for the geophysical investigation, this will have to 
include the method of statement. 

 To ensure that the works on any site within the district of Al-Ain are carried out in 
accordance with the approved method statement in full compliance with each 
project’s contract specification, drawings & methodology.  

 To ensure that the equipment employed by the contractor on any site within the 
district of Al-Ain are in good working condition and are duly calibrated and meet 
international standards.  

 To ensure quality control of the field and interpreted data. Ensuring that the data 
collected from field works are correctly entered in the record sheets and properly 
maintained. 

 To ensure all geophysical works are efficiently supervised by qualified 
experienced and responsible staff of the consultant.  

 To ensure that environmental, health & safety issues are efficiently taken care of. 

The Contractor should satisfy the following requirements:  

 Could provide both in-house geophysical survey and geotechnical investigation 
services (work not subcontracted). 

 Could provide a range of geophysical survey methods (resistivity, multi-analysis 
of surface waves, GPR, downhole geophysics, cross-hole tomography, etc). 

 

 The contractor should have a reputation for quality, workmanship and efficient 
service  

 The contractor should have an experience of undertaking a range of geophysical 
surveys in the UAE and worldwide. 
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 The contractor should have a financial stability and resources available to 
undertake the works. 

 The contractor should have experienced technical personnel in supervising, 
analysing and interpreting geophysical surveys, logging of boreholes, in-situ 
testing, etc. 

 The contractor should have an adequate quality assurance procedures and 
environmental policies. 

 

The Contractor(s) shall be responsible for the following: 

 Conducting detailed geophysical investigation to a depth not less than 25m 
under the area of construction for one-story building. Deeper investigations are 
required for higher buildings. 

 Undertake a geophysical survey by adapting a technique(s), most suitable for the 
area under investigation, thereby identifying & locating the position & extent of 
any man-made or natural subsurface features whenever encountered, i.e. 
cavities, landfills, etc… 3D models must be given for any of the found structures. 

 The investigation shall also identify & locate the Falaj system (live or abandoned) 
and provide the information on the map. 

 Conduct geotechnical investigation (calibration Boreholes) and prepare a 
comprehensive geological mapping depicting stratigraphy/lithology, describing 
the standard characteristics of soil/rock and by correlating data’s obtained from 
different borehole logs. It shall also identify the fractured rocks, weak zones etc. 

 The groundwater level and the water salinity should be clearly indicated on the 
report. 

 The contractor should submit together with the final report, all results and field 
data to Al-Ain Municipality in a linkable format to the Geographic Information 
System (GIS) of Town Planning & Survey Sector Al Ain. 

 


